
453

Coast Guard, DHS § 32.75–5

Subpart 32.70—Hull Requirements 
for Steel Hull Tank Vessels 
Constructed Prior to Novem-
ber 10, 1936

§ 32.70–1 Application—TB/ALL. 
All steel hull tank vessels, the con-

struction or conversion of which was 
started prior to November 10, 1936, 
shall conform to the requirements in 
this subpart.

§ 32.70–5 Hull requirements; general—
TB/ALL. 

The scantlings, material, and work-
manship, the subdivision of cargo 
spaces, the arrangement of cofferdams, 
the testing of tanks and cofferdams, 
shall be at least equivalent to the re-
quirements of a recognized classifica-
tion society for the particular service 
specified in the application for the cer-
tificate of inspection and permit for 
the transportation of liquid flammable 
cargoes in bulk as of the date when the 
tank vessel was built or as of the date 
when the vessel was converted into a 
tank vessel. In the absence of such 
classification requirements, the Officer 
in Charge, Marine Inspection, shall sat-
isfy himself that the vessel’s structure 
as specified in this section is safe for 
the service to be specified in its certifi-
cate of inspection. 

[CGFR 66–33, 31 FR 15268, Dec. 6, 1966]

§ 32.70–10 Cofferdams—TB/ALL. 
Tank vessels carrying Grade A, B, or 

C liquids shall be required to conform 
to the construction requirements in re-
gard to vertical cofferdams in § 32.65–15, 
except that a dry cargo compartment 
shall be considered to be equivalent to 
a cofferdam, and except as provided for 
in § 32.70–20.

§ 32.70–15 Pumprooms—TB/ALL. 
Tank vessels handling Grade A, B, C 

or D liquid cargo shall meet the re-
quirements for tank vessels in § 32.65–20 
except that the electrical installation 
shall comply with the requirements of 
§ 32.45–10(c).

§ 32.70–20 Pump-engine compart-
ment—TB/ALL. 

No cofferdam will be required be-
tween a cargo tank and a compartment 

containing pumping engines and their 
auxiliaries which are used exclusively 
during pumping operations, provided 
the pumping engine compartment con-
tains no cargo valves and is well venti-
lated and provided further that inter-
nal combustion exhaust within the 
compartment are completely water 
jacketed or insulated and that gasoline 
engine intakes are fitted with effective 
flame arresters.

§ 32.70–25 Cargo tanks—TB/ALL. 

Cargo tanks shall comply with the 
conditions specified in §§ 32.65–30 and 
32.65–35, and shall pass the tests re-
quired in § 32.65–40: Provided, however, 
That less than 15 inches around such 
tanks may be accepted if in the judg-
ment of the Officer in Charge, Marine 
Inspection, making the inspection, a 
satisfactory inspection of the cargo 
tanks and hull structure can be made.

Subpart 32.75—Hull Requirements 
for Wood Hull Tank Vessels 
Constructed Prior to Novem-
ber 10, 1936

§ 32.75–1 Application—TB/ALL. 

All wood hull tank vessels, the con-
struction or conversion of which was 
started prior to November 10, 1936, 
shall conform to the requirements in 
this subpart.

§ 32.75–5 Hull requirements; general—
TB/ALL. 

The scantlings, material, and work-
manship, and the fitting and fastening 
of parts shall be at least equivalent to 
the requirements of a recognized clas-
sification society for the particular 
service specified in the application for 
certificate of inspection and permit for 
the transportation of liquid flammable 
cargoes in bulk as of the date when the 
tank vessel was built, or as of the date 
when the vessel was converted into a 
tank vessel. In the absence of such 
classification requirements, the Officer 
in Charge, Marine Inspection, shall sat-
isfy himself that the vessel’s structure 
as specified in this section is safe for 
the service to be specified in its certifi-
cate of inspection.
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